FULL SERIES OF ALUMINIUM ELECTROLYTIC CAPACITOR

48 Features

@ {RIE105°C 2000/)\dd, Endurance 2000h at 105°C.

® IEHEEERE : 6.3~100V, Rated Voltage Range:6.3~100V.
® {REHTER. LOW ESR Type.

@ #ERoHS. RoHS Compliant.

FERARMAE Specifications

INE Items 45t Performance Characteristics
KALRETE .
Category Temperature Range -55 ~+105°C
e EE
Rated Voltage(U,) 6.3 ~100V
TREE S ESEE o
Nominal Capacitance Range(Cy) 4.7 ~ 3300pF 120Hz , +20°C
IR AR IHRE o
Allowed Capacitance Tolerance(C,) +20%(M) 120Hz , +20°C
JRER <0.01C,U & 3pA +20°C
Leakage Current(I,) EUA{E ( Whichever is greater ) after 2 minutes
U 6.3 10 16 25 35 50 63 80 100
SRR V) e
Tangent of loss angle(Tand) 120Hz,+20°C
Tand 0.26 0.20 0.16 0.14 0.12 0.12 0.10 0.08 0.07
(R U (V) 6.3 10 16 25 35 50 63 80 100
5 Max.
Characteristics at Low Temperature Zasc/ Zone 4 3 2 2 2 2 2 2 2 120Hz
Z oo/ Zoye 8 5 4 3 3 3 3 3 3

+105°C , ESRENNEREEE E2000/\8T |, IRE16/\T/5 :
After applying rated voltage for 2000 hours at 105°C and then recovery 16 hours:

BEBTUE +30%IAELAR

A Capacitance change Within +30% of initial value

road e RERETE < 300
Tand Not more than 300% of specified value
TRERIR < YIAHIEE
Leakage current Not more than specified value
+105°C, 1000/\BH 775, IREE 16/\BT S
After storage for 1000 hours at +105°C and then recovery 16 hours:
HRBTUE +£30%4IAELAR

=i = Capacitance change Within £30% of initial value

shelfLife FRAEDE < 300%HIEEE
Tand Not more than 300% of specified value
iRFEIR < WEaMEE
Leakage current Not more than specified value
FE250°CRISRMAT , ERRESERR LIRIF30F | AEMAR EENHEEARS  ILEAE=IE TS , FASMREUTEK
The capacitors shall be kept on the hot plate maintained at 250°C for 30 seconds. After removing from the hot plate and restored
at room temperature, they meet the following requirement.

e EEETHE +10%IAER

Resistance to Soldering Heat Capacitance change Within £10% of initial value
RFERIETE <¥IEHEE
Tand Not more than specified value
R < WIaMEE
Leakage current Not more than specified value

BERPICENINBTREREIRNRE. SREWIEHEEREMURIATS | FLULHEERER.
The contents recorded in the catalogue might be changed without any reminder.Please ask for providing the datasheet and take it as standard when purchasing.
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